R2A

PC & Videojinterface for Tk panels

The Winmate R2A interface controller for OEM monitor and packaged flat panel display solutions.

Panels: 1280x1024,1024x768,800x600,640x480 TFT color LCD & other
Input: Analog VGA, Video(PAL,NTSC), DVI-D,D-Sub,VGA & other
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Features

@ Separate RGB Video signal. @ Automatic input source detection.
@ Composite Video Input ;Y/C Video via @ Auto adjustment for frequency, phase,
RCA orBNC H/V position, and white balance.
@ S-Video input. @® On chip brightness, contrast and gamma
@ NTSC/PAL Auto-switching control. correction.
@ Build-in YUV to RGB color space @ VESADDC1/2B: Software DDC1 and
converter & de-interlace. DDC 2B is supported.
@ Dual LVDS Interface Output. @ Build-in stereo audio device.
@® On-Screen Display Control. @ Flexible firmware design to meet any
@ Support various panel from VGA to custom design request.
SXGA. @ DVIinput maximum resolution 1280x
@ RGB input Maximum resolution 1024 (SXGA) @ 60Hz.
1280x1024 (SXGA) @ 75Hz. @ Operating Temperature : 0 ~ + 50°C

@® Zoom scaling up and down. Storage Temperature : -20 ~ + 60°C
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